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The electromagnetic diﬀusion and the electromechanical phenomena arising in a solid cylinder rotating inside a mag-
netic ﬁeld are here analyzed. The study is developed through a time stepping Finite Element voltage-driven formulation,
employing the sliding mesh technique for handling the cylinder motion. The inﬂuence on the dynamic behavior and energy
dissipation of the material electric and magnetic properties, the geometrical parameters and the supply conditions is inves-
tigated considering a model problem.
 2006 Elsevier Inc. All rights reserved.
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One of the most important areas of interest in the power engineering involves the computation of the
induced electric ﬁeld and the associated eddy currents in rotating structures. In fact, when an electrical con-
ductor rotates in a magnetic ﬁeld, currents are induced within the material [1]. These eddy currents, which tend
to cancel the magnetic ﬁeld inside the conductor, give rise to electromagnetic forces and to energy transfor-
mation into the form of heat. The ﬁrst phenomenon determines the device mechanical behavior; the second
one produces an undesirable increment of the rotor temperature. The prediction of these coupled phenomena
is essential in the analysis of the magnetic bearing and brake actuators, as well as more generally in the study
of the electrical machines [2–8].
The aim of the present paper, focused on the braking action, is the modeling analysis of the electromagnetic
phenomena arising when a solid structure rotates inside a magnetic ﬁeld. The attention is intentionally
addressed to a two-dimensional problem, where a solid cylinder is rotating between the poles of an electro-
magnet supplied by a known voltage generator. In this model problem, the cylinder is initially supposed to0307-904X/$ - see front matter  2006 Elsevier Inc. All rights reserved.
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ply circuit, the induced phenomena in the conductive solid cylinder give rise to a braking action, which causes
a gradual reduction of the rotor angular speed. The electromagnetic diﬀusion phenomena inside the cylinder
are strongly dependent on the material properties and their evolution during the transient state aﬀects, in a
very complex way, the electromechanical behavior and the energy dissipation mechanism. Despite the simple
geometry and the two-dimensional approximation, which are not representative of an actual device, all the
electromagnetic and electromechanical phenomena arising in the considered structure are taken into account,
allowing us to deeply investigate the inﬂuence on the braking action of the material properties, the geometrical
parameters and the supply conditions.
The modeling analysis of the considered problem requires the coupling of several physical phenomena,
which can be so synthesized: (i) arising of eddy currents in solid conductive materials, directly responsible
for the braking torque, (ii) non-linear and hysteretic behavior of magnetic materials, producing local satura-
tions and time delays, (iii) interaction between electromagnetic ﬁeld and electric supply circuits, (iv) mechan-
ical eﬀect on the rotating parts, and ﬁnally (v) energy dissipation mechanisms. The simulation of all these
phenomena is not usual in the commercial tools, so that a speciﬁc mathematical engine has been developed.
The approach is based on a two-dimensional Finite element (FE) solution of the Maxwell’s equations, han-
dling the magnetic non-linearities and the hysteresis by the Fixed Point iterative technique and modeling
the cylinder rotation through the sliding mesh technique [9–11]. The transient time evolution is treated by a
step-by-step procedure.
A detailed description of the modeling approach is presented in Section 2. In Section 3 the numerical pro-
cedure is applied to the analysis of pure conductive and ferromagnetic rotating cylinders, investigating the
physical phenomena arising in the rotor and discussing the inﬂuence of diﬀerent parameters on the braking
action.2. Electromagneto-mechanical model
The behaviour of the considered device results from the combination of diﬀerent physical phenomena:
• the eddy currents arising in non-linear and hysteretic materials;
• the electromagnetic interaction with the electric network;
• the mechanical torques acting on rotating components.
Therefore the modelling approach is based on three systems of equations, respectively describing the elec-
tromagnetic problem, including eddy current and hysteresis eﬀects, the supply circuit behaviour and the
mechanical laws. In particular, the analysis of the transient evolution is performed by a step-by-step time pro-
cedure: at each time instant, after the solution of the combined ﬁeld-circuit problem, driven by a voltage
source, and the consequent estimation of the electromagnetic torque, the rotor angular displacement is calcu-
lated by means of the mechanical equations. Then, the computed motion is imposed on the moving object, in
order to update the domain conﬁguration for the next instant.2.1. Electromagnetic ﬁeld problem
In this paper the FE formulation is developed for a two-dimensional problem, assuming geometric and
physical properties invariant along one of the coordinate axis. Considering a Cartesian coordinate system,
the magnetic ﬂux density vector b is supposed to lay in the (x,y) plane and to be independent from coordinate
z, while the currents ﬂow along z-axis. Then, omitting the time dependency, vector quantities b and current
density j result deﬁned asb ¼ ðbxðx; yÞ; byðx; yÞ; 0Þ;
j ¼ ð0; 0; jzðx; yÞÞ:
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the magnetic constitutive relationship h = f(b) between magnetic ﬁeld h and magnetic ﬂux density b, the fol-
lowing electromagnetic ﬁeld equation is obtained:curl½fðcurlaÞ ¼ j: ð1Þ
In Eq. (1), which represents the starting point for the electromagnetic ﬁeld analysis, the unknown quantity
is the z-component of the magnetic vector potential. Vector j includes the presence of exciting windings and
eddy currents in conductive materials (non-magnetic or ferromagnetic). Thus, two types of conductors are dis-
tinguished: the conductive regions having an electrical conductivity diﬀerent from zero, indicated as electro-
magnetic conductors, and the circuit conductors, including the device components electrically connected to
the supply circuit (e.g. the windings traces). In the ﬁrst conductors the eddy current phenomena are taken into
account, and then the solid cylinder is assumed as an electromagnetic conductor. The second category includes
both bulk conductors (generally conductive rings or traces of coils having a few turns) and windings composed
of numerous ﬁlaments. In the last case the current density distribution results uniform, because the conductor
cross-sectional area is supposed to be too small to allow a local inﬂuence of eddy currents. In the studied prob-
lem, the supply windings are constituted of ﬁlamentary conductors, so that vector j results expressed asj ¼ 
X
k
rk _a rkSk
Z
Xk
_ads
  
Ckuz þ
X
p
Npip
Sp
Cpuz; ð2Þwhere uz is the unit vector along z-direction. Index p indicates a winding composed of Np ﬁlaments and car-
rying a current ip (Fig. 1). In the present problem, where the source voltages are assigned (voltage driven prob-
lem), this current is unknown and depends both on the ﬁeld distribution and on the supply circuit features.
Index k indicates a generic electromagnetic conductor, having electrical conductivity rk and occupying a region
of trace Xk and area Sk. The characteristic function Ck is deﬁned asCkðx; yÞ ¼
1 if ðx; yÞ 2 Xk
0 if ðx; yÞ 62 Xk:
The constitutive relationship h = f(b) appearing in Eq. (1) takes into account the magnetic non-linearity,
due to the presence of ferromagnetic materials, which exhibit saturation eﬀects. The method here employed
for treating non-linear problems is the Fixed point (FP) technique, which is based on a decomposition of
the magnetization characteristic into a linear part (coeﬃcient mFP) and a residual term (r) to be iteratively eval-
uated. Despite the FP technique requires a higher number of iterations with respect to the most popular New-
ton–Raphson scheme, it is found to be more eﬃcient, since it does not require the upgrade of the stiﬀnessFig. 1. Scheme of the domain under analysis with the terms of current density appearing in Eq. (2).
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the system matrix, following the Tinney algorithm [12]; this means that each iteration requires just the solution
of two triangular systems. Finally, FP is generally found more accurate in regions with high magnetic satura-
tion levels [13].
The residual term accounts for the non-linearity and it is updated at the generic iteration m, asrðmÞ ¼ fðbðmÞÞ  mFPbðmÞ; ð3Þ
where r = (rx(x,y), ry(x,y), 0).
In order to guarantee a convergent scheme, function f has to satisfy particular conditions: strong monotony
and uniform Lipschitz continuity [14]. Moreover the constant coeﬃcient mFP has to belong to an interval
around the average between the major and the minor rates of curve f. Under these hypotheses, the method
converges to the solution, whatever the initial value assigned to the residual term.
If ferromagnetic materials show a non-negligible hysteretic behaviour the b–h relationship is not a single
valued function and a given (b,h) state depends on the previous magnetic history. In this case the FP iterative
scheme requires the use of a hysteresis model able to provide the magnetic ﬁeld strength evolution starting
from the knowledge of the magnetic ﬂux density waveform (inverse hysteresis model). To do this, a model
based on the so-called stop hysterons [15,16], speciﬁcally tailored for a magnetic vector potential formulation,
can be used. As an alternative, Preisach-like models can be adopted employing a modiﬁed FP scheme (H-ver-
sion) [17]. Following this last procedure, at each iteration step, an estimation of the magnetic ﬁeld strength is
obtained as:~hðmÞ ¼ mFPbðmÞ þ rðm1Þ;
then ~h is used as input for the direct hysteresis model and the new residual value is computed asrðmÞ ¼ ~hðmÞ  mFPf1 ~hðmÞ
 
:Applying the FP technique and considering expression (2), the resultant ﬁeld equation, written in the weak
form, becomesZ
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; ð4Þwhere m is the local value of the magnetic reductivity (m = mFP for non-linear media), w is the test function, X
F is
the entire ﬁnite element domain and MXk ð _aÞ is the mean of _a over Xk. Homogenous Dirichlet boundary con-
ditions complete the electromagnetic ﬁeld problem. Eq. (4) is discretized using the standard nodal FE tech-
nique, with triangular elements and ﬁrst-order shape functions. In presence of material discontinuities with
corners, errors can arise in the solution derivatives, as stated in [18]. Anyway, this problem can be satisfacto-
rily overcome by adopting a suitable ﬁne mesh in the corner regions, which allows the achievement of the
requested precision [19].
In voltage driven problems, all or some supply currents ip appearing in (4) are unknowns and they have to
be determined by the interaction with the circuit equations. In this case, it is necessary to add the electric net-
work equations and to introduce relationships linking the circuit and the ﬁeld quantities. The present paper
proposes an approach which combines the integro-diﬀerential FE formulation of the transient electromagnetic
problem with the conventional Loop current method of the circuit theory.
The external circuit is described in terms of branches. Each of them can be constituted of diﬀerent electrical
components (voltage generators, induced electromotive forces, resistors, inductors) series connected. Thus the
branch voltage drop is given byubranch ¼ Riþ L di
dt
þ ep  u0: ð5Þ
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(relative to the generic winding p) introduces the ﬁeld unknowns in the circuit equations, being expressed
as a function of the magnetic vector potential, by the relationshipepðtÞ ¼ D
Nþp
Sþp
Z
Xþp
_ads N

p
Sp
Z
Xp
_ads
" #
; ð6Þwhere D is the domain depth along the z-direction and the integration is performed on the positive (Xþp Þ and
the negative (Xp Þ traces of the winding, having respectively cross-sectional area Sþp and Sp and turn number
Nþp and N

p .
2.2. Mechanical equations and rotation handling
Since the studied electromechanical problem involves moving components, a complete time-domain mod-
elling requires the coupling between the ﬁeld-circuit equations and the mechanical ones. As the motion law
involves the electromagnetic torque acting on the rotor, it is necessary to know its value in order to obtain
the solution of the mechanical system. This quantity can be evaluated by the virtual work principle or by
the Maxwell Stress Tensor method, that provide the global torques exerted on rigid movable parts.
In this paper, the electromagnetic torque acting on the rotor is computed by the Maxwell stress tensor
method. Following this approach, in a 2-D problem, the overall torque is estimated by the numerical integra-
tion of the local stress along a closed contour surrounding the rotor and contained in the airgap. In particular,
the electromagnetic torque Tem can easily be calculated through the relationshipTem ¼ D
Z
C
rl  1l0
bnbtt þ 1
2l0
b2n  b2t
 
n
 
dl; ð7Þwhere C is any closed line (with tangential unit vector t) surrounding the rotor in a region free of sources and
magnetic materials, n is the unit outward vector normal to C, bn and bt are the normal and tangential com-
ponents of the magnetic ﬂux density, and l0 is the magnetic permeability of air. Vector rl corresponds to
the lever arm (the vector which connects the rotation centre to the midpoint of segment dl). Then, the calcu-
lated electromagnetic torque Tem is inserted into the mechanical equationJ
d2a
dt2
¼ T em  T r; ð8Þwhere a is the angular position of the moving object, J is the inertial moment and Tr is an applied opposing
torque, assumed equal to zero in the following analysis. The time integration of Eq. (8) allows the computa-
tion of the rotor angular displacement during a given time interval.
The presence of rotating parts is handled dividing the domain under study into two FE separate meshes: a
moving one including the rotor and a portion of air-gap (master mesh), and a stationary one containing the
remaining ﬁxed domain (slave mesh). The two grids are connected through an interface circumference, where
the imposition of the magnetic vector potential continuity guarantees the coupling of the two derived sets of
equations. For each conﬁguration, a speciﬁc algorithm couples the master nodes, sliding on the interface, with
the slave ones, locally adapting the slave grid. In particular, the slave elements facing the circumference can be
subdivided into more triangles, in order to link interface master nodes to stationary ones (see Fig. 2). When
slave nodes on the interface have an intermediate position between two moving ones, they are treated as
non-conformal nodes. In other words, the associated magnetic vector potential is expressed interpolating
the values of the two nearest conformal nodes belonging to the master grid boundary. The weights employed
in the linear combination depend on the relative distances from the considered moving nodes.
2.3. Step-by-step procedure
By assembling the FE electromagnetic ﬁeld problem, described by Eq. (4), and the external circuit behav-
iour, the following system of ordinary diﬀerential equations has to be solved:
Fig. 2. Moving and stationary meshes and handling of non-conformal nodes. Symbol a represents the nodal value of magnetic vector
potential in points 1, 2, A and B.
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0 ¼ ½AMN ðxÞ  ½AMM1 ðy1Þ  ½AMM2 ðy2Þ þ ðcMÞ:

ð9ÞIn Eq. (9) matrix A includes the FE stiﬀness matrix and the circuit terms which do not involve time deriv-
atives; matrix B takes into account the electromagnetic induction phenomena in the ﬁeld-circuit equations.
The right-hand side (c) can be separated into two time dependent vectors (s) and (f) expressing respectively
the known sources and the FP residuals.
The problem unknowns are divided into N state variables x (with time derivatives _xÞ and M algebraic vari-
ables y; the algebraic variables are separated into M1 variables on the interface strips and M2 ones elsewhere,
so that matrix A results to be decomposed into six sub-matrices. This separation is advantageous, because the
discretization imposed by the sliding mesh technique causes, at each time step, a variation in the contributions
to the system matrix only for the M1 nodes belonging to the interface strips.
In conclusion, vector (x) state variables of the ﬁeld-circuit equations, which are:
• the nodal values of the magnetic vector potential in correspondence of materials having an electrical con-
ductivity diﬀerent from zero (eddy current eﬀect);
• the nodal values of the magnetic vector potential in correspondence of materials electrically connected to
the external supply circuit (phenomena of electromagnetic induction);
• the inductive loop currents.
Vector (y) includes the other variables, i.e.:
• the nodal values of the magnetic vector potential in correspondence of materials having an electrical con-
ductivity equal to zero or not connected to the external network;
• the loop currents that involve only resistive components.
The transient analysis is performed by the application of a step-by-step time procedure. In this work we
employ the h-method, that approximates the time derivative of the unknown x in the interval from t to
(t + h) by the derivative at a generic instant (t + hh), deﬁned by the dimensionless parameter h (0 < h < 1).
The recurrence relation, which links the unknown values at two successive time instants (one-step method),
is obtained taking into account the following relationships:
Fig. 3.
generic
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_xjtþhh ﬃ
xjtþh  xjt
h
: ð11ÞIn accordance with the technical literature, parameter h is assumed to be greater than 0.5, in order to guar-
antee the stability of the unknown evolution.
Taking into account that matrix BNN is invariable in time and applying relationships (10) and (11) to system
(9), the following algebraic system of equations, at the generic time instant i, is obtained:BNN ðxiÞ þ hh ANN ðxiÞ þ AiNM1ðyi1Þ þ ANM2ðyi2Þ
h i
¼ hhðciN Þ þ ðpi1N Þ
AMN ðxiÞ þ AiMM1ðyi1Þ þ AMM2ðyi2Þ ¼ ðciMÞ:
8<
: ð12ÞThe vector ðpi1N Þ, involving the ﬁeld-circuit behaviour at the previous instant, is computed for instant ti1,
before the discretization imposed by the rotor displacement, through the recursive formFlow chart for the computation of the transient evolution of the electromechanical problem and for the update of FP residuals at
time instant ti.
Fig. 4.
beginn
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1
h
BNN ðxi1Þ  1 hh ðp
i2
N Þ; ð13Þwith ðp0N Þ ¼ BNN ½ðx0Þ þ ð1 hÞhð _x0Þ, allowing the starting from a non-zero stationary case.
The linearized problem (12) is included in the FP scheme, so that at each FP iteration the residual values are
updated following relation (3), after the solution of the algebraic system. The iterative procedure takes advan-
tage of the use of residual values computed at the previous instant as starting values for the present time
instant (see Fig. 3).
Once the solution of the electromagnetic ﬁeld problem (12) is obtained at a given instant, the electromag-
netic torque is computed by the Maxwell stress tensor method. Then, the application of the step-by-step pro-
cedure to Eq. (8), assuming Tem constant during the considered time interval, allows the evaluation of the
rotor angular displacement and the consequent mesh adapting for the solution of the electromagnetic ﬁeld
problem at the next time instant.3. Application of the model
The model is applied to the analysis of the electromechanical system shown in Fig. 4a, with the aim of inves-
tigating the inﬂuence on the mechanical behavior of the material, geometrical and supply parameters. A pure
conductive or ferromagnetic cylinder (diameter equal to 150 mm) is disposed among the poles of the magnetic
circuit. The cylinder, friction-less and without driving torque, is rotating at the angular speed x0 = 524 rad/s
(5000 rpm). The supply network of the exciting windings includes a resistance and a voltage generator; the
circuit parameters are varied when passing from the analysis of conductive rotors to the study of ferromag-
netic ones, in order to generate approximately a comparable magnetic ﬂux in the ﬁxed core. For the sake
of comparison, the rotor inertial moment (J = 0.35 · 103 kg m2) is assumed to be the same in all the studied
conﬁgurations, under the hypothesis that the prevalent contribution is due to the external mechanical load.
The ﬁnite element model employs 30000 elements with 15000 nodal unknowns; the time step is of the
order of some tens of microseconds, with the time-stepping parameter h equal to 0.7. In presence of non-linear
magnetic behavior the number of FP iterations is of the order of few hundreds at each time instant.
When the device exciting coil is closed on the voltage generator (at t = 0), the magnetic ﬁeld, generated by
the supply current, starts to penetrate inside the rotor, impeded by eddy currents which arise together with the
ﬁeld itself, as reported in Fig. 4 for a pure conductive cylinder. These electromagnetic phenomena concur to
produce an antagonist torque that tends to slow up the rotor motion. Following the electrical machine theory,
the presence of the braking torque can be better explained considering the interaction of two magnetic ﬂuxes.
The ﬁrst one Us, produced by the exciting windings, is directed along x-axis. The second one Ur is generated by
the eddy currents ﬂowing within the cylinder and it has both x and y components. The braking torque depends
on the amplitude of both the ﬂuxes and, in addition, on the value of sinh, being h the spatial angle between UsElectromechanical system under analysis. The ﬂux line distribution in the case of a pure conductive cylinder are represented at the
ing (a) and at the end (b) of the transient evolution.
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phenomena is further complicated by the fact that, diﬀerently from electrical machines, the rotor currents are
not localized in the conductors, but distributed over the entire cylinder. All these aspects contribute to make
very diﬃcult a a-priori estimation of the inﬂuence of the constitutive and geometrical parameters.
3.1. Pure conductive cylinder
A pure conductive solid cylinder is analyzed varying the value of the rotor electrical conductivity r in a
range from 0.1 MS/m to 20 MS/m. Under a d.c. supply voltage, the supply current shows an asymptotic
monotonic behavior, following approximately an exponential law. The computed evolution of the cylinder
angular speed x, reported in Fig. 5, evidences how the braking action is not a monotonic function of r. This
behavior is caused by the simultaneous development of diﬀerent antagonistic phenomena. In fact, the incre-
ment of the electrical conductivity gives rise to:
• a tendency to an increase of the induced eddy currents ﬂowing in the rotor;
• a more pronounced skin eﬀect which conﬁnes both the magnetic ﬂux density and the current density toward
the cylinder periphery (see Fig. 6);
• a reduction of the magnetic ﬂux produced by the windings (see Fig. 7).
These eﬀects cause a variation in the amplitude of Ur and in its spatial angle with respect to Us axis, in a way
which is not monotonic with the electrical conductivity. This phenomenon is well illustrated in Fig. 8, which
presents the y-component of the magnetic ﬂux Ur, produced by eddy currents and directly responsible for the
braking action: its amplitude increases at the increment of r up to 2 MS/m, but sensibly decreases for higher
conductivity values.
During the braking action, a portion of the rotor kinetic energy is thermally dissipated by Joule eﬀect, caus-
ing an increase of the material temperature. These Joule losses can be estimated from the knowledge of the
time-spatial distribution of eddy currents inside the conductive cylinder. The time evolution of the Joule
energy, computed for the considered values of the electrical conductivity, is reported in Fig. 9. As expected,
the greatest amount of energy is dissipated for the conductivity value of 2 MS/m, which provides the most
eﬃcient braking action.
Finally, in order to put in evidence the importance of the ﬂux penetration phenomenon, the analysis is also
performed considering a hollow cylinder. Assuming the same operating conditions and an electrical conduc-
tivity equal to 2 MS/m, the internal diameter has been varied up to 140 mm. The inﬂuence of the hole dimen-
sion on the total braking time is summarized in Table 1. The braking time remains unchanged up to internal
diameters of 100 mm, showing that the inner part of the cylinder is scarcely interested by the magnetic ﬂux. An0 2 4 6 8 10 12 14 16 18 20
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Fig. 5. Evolution of the angular speed for a pure conductive cylinder having diﬀerent conductivity values.
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Fig. 6. Distribution of magnetic ﬂux density (peak value) along the cylinder radius for a pure conductive cylinder having diﬀerent
conductivity values.
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Table 1
Braking time for hollow pure conductive cylinders
Internal diameter (mm) Braking time (ms)
6100 15
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140 60
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Fig. 9. Evolution of the Joule energy for a pure conductive cylinder having diﬀerent conductivity values.
22 O. Bottauscio et al. / Applied Mathematical Modelling 32 (2008) 12–27increase of the braking time occurs only when a portion of material close to the rotor periphery (where the
magnetic ﬂux and the current density are concentrated) is removed.
3.2. Ferromagnetic cylinder
The simulation of a ferromagnetic cylinder is performed keeping approximately the same magnetic ﬂux in
the ﬁxed core. For such a purpose, the required steady state magnetomotive force has been reduced with
respect to the case of a pure conductive cylinder, modifying the supply circuit characteristics. The analysis
is initially performed neglecting hysteresis and considering a ferromagnetic material, whose ﬁrst magnetization
curve is reported in Fig. 10.0 2000 4000 6000 8000 10000 12000
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Fig. 10. First magnetization curve and hysteresis loops of the considered ferromagnetic material.
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11 and 12. Also in this case a non-monotonic behavior versus electrical conductivity is found. The diﬀusion
phenomenon inside the rotor is more pronounced for ferromagnetic with respect to pure conductive materials,
as can be observed in Fig. 13a, which reports the instantaneous radial distributions of the induced current den-
sity amplitude for r = 0.1 MS/m. The corresponding instantaneous magnetic ﬂux lines are presented in
Fig. 13b and c for two successive instants.
The transient evolution of the magnetic ﬂux density amplitude, in a point at the rotor periphery, evidences
the presence of saturation and a gradual reduction of the number of waveform oscillations, with a correspond-
ing increase of the time period, depending on the braking eﬃciency (see Fig. 14).
The braking action is also aﬀected by the magnetic hysteresis representing an additional cause of losses that
contributes to the dissipation of the kinetic energy stored in the rotating system. To investigate these phenom-
ena, the hysteresis loop of the previous material and one enlarged cycle, having the same magnetization at sat-
uration, but an increased coercive ﬁeld Hc, are considered (see Fig. 10). The relative evolutions of the angular
speed are presented in Fig. 15, for r = 0.01 MS/m. As expected, an increase of Hc improves the braking eﬃ-
ciency; however it is generally found that the inﬂuence of hysteresis becomes negligible at the increase of the
electrical conductivity.0 10 20 30 40 50 60
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Fig. 11. Evolution of the angular speed for a ferromagnetic cylinder having diﬀerent conductivity values.
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Fig. 14. Transient evolution of the local magnetic ﬂux density amplitude for a ferromagnetic cylinder having diﬀerent conductivity values.
The calculus is made in a point located in the rotor periphery.
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the example here analyzed the rotational axis of the cylinder is translated of 0.5 mm (to be compared with an
air-gap of 1 mm). This causes a small decrease of the rotor speed only for the ferromagnetic cylinder (see
Fig. 16).
Finally, the behavior under 50 Hz supply conditions has been investigated, assuming the r.m.s. value of the
supply voltage equal to the d.c. value of the previous analysis. The braking action is signiﬁcantly reduced, as
shown in Fig. 17. The oscillatory evolution of the torque, which also assumes instantaneous positive values
due to the delays introduced by eddy currents, directly aﬀects the speed evolution. The inﬂuence of the elec-
trical conductivity is also observable; lower values of r increase the amplitude of the torque oscillations and
improve the braking eﬃciency.4. Conclusions
In this work a coupled electromagneto-mechanical formulation has been developed and applied to the anal-
ysis of a solid cylinder rotating in a magnetic ﬁeld. Despite the model simplicity, all the physical phenomena
governing the device behavior have been taken into account. The results of the analysis, developed under dif-
ferent supply conditions, have put in evidence the fundamental role of the material properties on the braking
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Fig. 17. Evolution of the angular speed (a) and torque (b) for a ferromagnetic cylinder under 50 Hz supply conditions.
26 O. Bottauscio et al. / Applied Mathematical Modelling 32 (2008) 12–27action, and consequently the importance of an exhaustive modeling of eddy currents and magnetic saturation
phenomena.
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